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Öldrucksicherheitsschalter**
Oil pressure safety switch**
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Thermal protective thermostate
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*) Nur für HG(X)56e/850-4 (S) + 1155-4 (S) + HC
    Only for HG(X)56e/850-4 (S) + 1155-4 (S) + HC
 
**) Entfällt bei HG56e HC
     Not applicable for HG56e HC
 
***) Entfällt bei HG56e/1155-4 S + HC
       Not applicable for HG56e/1155-4 S + HC

****) Nur für HG(X)56e/850-4 + HC
        Only for HG(X)56e/850-4 + HC

*****) Nachrüstung Öldifferenzdrucksensor nur in Kombination 
         mit dazugehörigem Lagerflansch möglich.
         Retrofit oil differential pressure only in combination 
         with corresponding bearing flange possible.
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Ölsumpfheizung selbstregelnd
Oil sump heater self regulating
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USB-Umsetzer 
für INT69 G Diagnose
USB converter 
for INT69 G Diagnose
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Öltemperatursensor
Oil temperature sensor
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Capacity regulator
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Zylinderdeckel vorbereitet 
für Leistungsregler
Cylinder cover prepared 
for capacity regulator
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Öldifferenzdrucksensor
Oil differential pressure
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DP-Modbus Gateway
DP-Modbus Gateway
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Modbus-LAN Gateway
Modbus-LAN Gateway

3820
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Step protection

3290
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Supplementary fan
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Electronic Soft Start
Electronic soft start

3000

Lagerflansch vorbereitet 
für Öldifferenzdrucksensor
Bearing flange prepared 
for oil differential pressure
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Stand / As of date: 08.17

Halbhermetischer Verdichter HG / Semi-hermetic compressor HG

580

Zubehör / Accessories

0b
Typ / 
type

Teile-Nr./
part-no.

Typ / 
type

Teile-Nr./
part-no.

Typ / 
type

Teile-Nr./
part-no.

Typ / 
type

Teile-Nr./
part-no.

Typ / 
type

Teile-Nr./
part-no.

Typ / 
type

Teile-Nr./
part-no.

HG56e/850-4 14932 HGX56e/850-4 14938 HG56e/850-4 S 14935 HGX56e/850-4 S 14941 HG56e/850-4 HC 10994 HG56e/850-4 S HC 10997

HG56e/995-4 14933 HGX56e/995-4 14939 HG56e/995-4 S 14936 HGX56e/995-4 S 14942 HG56e/995-4 HC 10995 HG56e/995-4 S HC 10998

HG56e/1155-4 14934 HGX56e/1155-4 14940 HG56e/1155-4 S 14937 HGX56e/1155-4 S 14943 HG56e/1155-4 HC 10996 HG56e/1155-4 S HC 10999
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